
KELANI 9W RANGE

Product Data Sheet KELANI LED 9W LW DL B22
Characteristics

Description

Model No LED009PLWDL

Light Color Day Light/6500K

Rated Wattage 5W
Power Factor 0.9
Efficacy 96
kWh/Month 1.0
Lumen Flux 832lm
Dimensions (ɸ)60*108mm

Rated Voltage 220-240 V

Beam Angle 200º
Operating
Frequency 50-60Hz

CRI >80

Rated lamp life with
lumen maintenance
factor

L70

Failure Fraction <50%
Rated lamp life 20000hrs
The Colour
characteristics RA 80



KELANI 9W RANGE

Product Data Sheet KELANI LED 9W LWWW B22
Characteristics

Description

Model No LED009PLWWW

Light Color WarmWhite/3000K

Rated Wattage 5W
Power Factor 0.9
Efficacy 99
kWh/Month 1.0
Lumen Flux 853lm
Dimensions (ɸ)60*108mm

Rated Voltage 220-240 V

Beam Angle 200º
Operating
Frequency 50-60Hz

CRI >80

Rated lamp life with
lumen maintenance
factor

L70

Failure Fraction <50%
Rated lamp life 20000hrs
The Colour
characteristics RA 80



KELANI 9W RANGE

Product Data Sheet KELANI LED 9W LW DL E27
Characteristics

Description

Model No LED009PLWDL

Light Color Day Light/6500K

Rated Wattage 5W
Power Factor 0.9
Efficacy 96
kWh/Month 1.0
Lumen Flux 832lm
Dimensions (ɸ)60*108mm

Rated Voltage 220-240 V

Beam Angle 200º
Operating
Frequency 50-60Hz

CRI >80

Rated lamp life with
lumen maintenance
factor

L70

Failure Fraction <50%
Rated lamp life 20000hrs
The Colour
characteristics RA 80



KELANI 9W RANGE

Product Data Sheet KELANI LED 9W LWWW E27
Characteristics

Description

Model No LED009PLWWW

Light Color WarmWhite/3000K

Rated Wattage 5W
Power Factor 0.9
Efficacy 99
kWh/Month 1.0
Lumen Flux 853lm
Dimensions (ɸ)60*108mm

Rated Voltage 220-240 V

Beam Angle 200º
Operating
Frequency 50-60Hz

CRI >80

Rated lamp life with
lumen maintenance
factor

L70

Failure Fraction <50%
Rated lamp life 20000hrs
The Colour
characteristics RA 80


