Cable Solutions
CS-RD-TDS1878-(Rev.A)
CSLK Photovoltaic Cable
Excellent in Weatherproof, Abrasion, Temperature and UV Resistance
Cross-linked Insulation & sheath
Cabling among solar modules and as extension cable.

Application

Solar photovoltaic industry gets more attention as the most promising environment- friendly industry, and it is expected to have
the significant role in resolving the earth’s energy problem. As production costs diminish, users increasingly view these energy
sources as clean, cheap and reliable. In this background, the demand for “SOLAR CABLE”, which is the current transmission
medium of solar energy power generation, is expected to increase with the expansion of market. CSLK provides TUV approved
solar cable.

Construction

Conductor Tinned annealed copper wire, stranded
Size: Ref. Electrical properties
Insulation Cross-linked Compound
Outer Jacket Cross-linked Compound
Color Code Black / Red / Blue
Cable marking CSLK Solar PV Cable H1Z272-K size of the cable in sgqmm EN 50618 Month/Year
Packing 250m Coils

Technical Data

Conductor Resistance

EN 60228- Class 5

Cold Bending

EN 60811-504

Cold Elongation

EN 60811-505

Rated Voltage

Ozone resistance EN 50396

Weathering/ UV resistance EN 50618

Fire Resistance EN 60332-1-2
EN 50395

AC - Uo/U -600/1000V
DC - Uo/U -900/1500V

Temperature Range

EN 50618
-40°C to 120°C

Compatibility test

EN 60811-401

Dynamic penetration EN 50618
Damp Heat EN 60068-2-78
Bending Fixed Usage 5x Cable Dia.
Dimensions & Resistance
Conductor Nominal Nominal Nominal Approx. Mz);.zdocoFées.
Nominal Cross No. &Dia of Insulation Sheath overall Dia. weight of
CSLK Code . . thickness thickness of cable cable ATC
sectional area wires
mm?2 x/mm mm mm mm kg/km Ohm/km
4 sgmm 4 56/0.3 0.7 0.8 6.0 70 5.09
6 sqgmm 6 84/0.3 0.7 0.8 6.8 93 3.39
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Tests & Ratings of solar cable

Severe Weather Resistance
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Severe Weather Resistance

Erwronmeet-Friondly Halogen Free Low Corrosive Oas Emasion Low Sencks Opacity Non Fire Propagation
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