4 Outdoor Cables - Aluminium Conductor

4.3 Multi core unarmoured shaped conductor - XLPE insulated

Technical Information

Conductor Packing
KELANI Nominal No. & Nomir?al Nomir_wal Max. A Max d.c.
Cable Code Cross Dia. of Insulation | Sheathing | Overall Weicht Resistance at Drum Tvoe Cable
sectional . Thickness | Thickness | Diameter & 20°C P Length
Area wires
mm x/mm mm mm mm kg/km Q/km m
1L43221477 25 7/2.14 0.9 1.8 21.4 538 1.20 Kel 05 1000
1L43325277 35 7/2.52 0.9 1.8 23.9 680 0.868 Kel 08 1000
1L4351787Z7 50 19/1.78 1.0 1.8 26.9 882 0.641 Kel 10 1000
11L43721477 70 19/2.14 1.1 2.0 31.5 1191 0.443 Kel 12 1000
1L43825277 95 19/2.52 1.1 2.1 35.6 1594 0.320 Kel 14 1000
1L43920377Z 120 37/2.03 1.2 2.2 39.5 1975 0.253 Kel 06 750
1L44122577 150 37/2.25 1.4 2.4 44 1 2444 0.206 Kel 07 500
1L44225277 185 37/2.52 1.6 2.6 49.3 3170 0.164 Kel 08 500
1L44322577 240 61/2.25 1.7 2.8 55.5 4064 0.125 Kel 09 375
1L44425277 300 61/2.52 1.8 3.0 61.4 5013 0.100 Kel 12 325
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